DtAWICE
KABLOWE

Dtawice BDG - gumowe

materiat: guma SBR+NR
stopien szczelnosci: IP30

temp. montazu: -10°C do +60°C
temp. pracy: -40°C do +140°C
dla panelu o grubosci: 1 - 3 mm
tolerancja: +5%

SREDNICA EEEEEEEEE WYMIARY [mm] SREDNICA @
OTWORU ZEWNETRZNA N7 @
MONTAZOWEGO A D d PRZEWODU OPAKOWANIE .

[mm] [mm] [szt]
BDG-11CZ | BDG-11BI * 16,5 40 | 240 | 7,0 | 20,0 6-8 10 [ Il
BDG-13CZ | BDG-13BI * 21 60 | 31,0 | 80 | 23,0 9-12 10 [ Il
BDG-16CZ | BDG-16BI * 23 6,0 | 340 | 10,5 | 23,0 11-15 10 [ Il
BDG-21CZ | BDG-21BI * 29 7,0 | 42,0 | 13,5 | 25,0 14-18 10 [ Il
BDG-29CZ | BDG-29BI * 38 80 | 50,0 | 17,0 | 30,0 18-25 5 [ Il
BDG-36CZ | BDG-36BI * 48 80 | 62,0 | 22,0 | 34,0 24-34 5 [ I
BDG-42CZ | BDG-42BI * 55 80 | 63,0 | 31,0 | 39,0 31-44 5 [ Il
BDG-48CZ | BDG-48BI * 65 80 | 72,0 | 41,0 | 45,0 40-54 5 [ Il
BDG-54CZ | BDG-54BI * 78 80 | 850 | 51,0 | 50,0 52-66 5 [ Il
BDG-67CZ | BDG-67BI * 90 80 | 97,0 | 63,0 | 63,0 65 - 78 5 W[

*dtawice BDG w kolorze biatym dostepne wytgcznie na specjalne zamdwienie klienta
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